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Abrasion Resistance

Breaking Strength

Chemical Resistance

Water Absorption

Coefficient of Friction

Freeze-Thaw Cycling

Scratch Hardness

C1027

C648

C650

C373

C1028

C1026

MOHS

ASTM RESULTSTEST

Technical specifications

           lbf.

Color shade variationGLAZED CERAMICWith its subtle veining and rich, earthy color palette, Toledo™, a glazed ceramic 
tile series, recalls age old stone at an exceptional value.

TOLEDO™

V1 | Low

Suggested patterns. Diamond, Grid, Offset

Grout joint recommendation. 3/16”
Dry > .80 | Wet > .60

NON-RESISTANT

7

III

> 450

NON-RESISTANT

> 3%

V2 | Medium V3 | High V4 | Substantial

Colors4 3 Sizes
5 16 1“

Thickness/ Mosaic

Walnut NoceBeige Bruno

Toledo™ Noce 13”x13” • Grid pattern
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129

13”x13”
13.10”x13.10”

7”x7”
6.50”x6.50”

GLAZED CERAMIC17”x17”
17.30”x17.30”

Beige Walnut Bruno Noce

17”x17” 17”x17”

7”x7” 7”x7”

13”x13” 13”x13”

17”x17”

7”x7”

13”x13”

17”x17”

7”x7”

13”x13”

Toledo
Bruno

13”x13” mesh
13.10”x13.10”

MOSAIC

Mosaic Blend
2”x2” on 13”x13” mesh

Floor SBN 3”x13”

TRIM




