
Mini Larkspur
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FIXTURE TYPE: _________________________________________

JOB NAME: _____________________________________________

DESCRIPTION
Cone shaped, slumped glass shade, rich with color and pattern,
highlighted with metal details. Glass disc diffuser provides
a glare free light. Includes six feet of field-cuttable
suspension cable.

SYSTEM
Available for FreeJack, MonoRail, and Two-Circuit MonoRail.
Not recommended for Kable Lite due to weight.

COLOR
Beach amber, sand, surf white.

FINISH
Antique bronze, chrome, satin nickel.

LAMP
Two low-voltage, 35 watt Halogen bi-pin lamps with Pyrex
glass shield (included).

ACCESSORIES AND OPTICAL CONTROLS
None.

WEIGHT
4.63 lb./2.10 kg. ±

MonoRail
Two-Circuit
MonoRailFreeJack

Socket terminates with FreeJack male
connector, which may be installed into
a system connector. Elements ordered

with a system prefix include a
connector for that system.

700 SYSTEM LRK COLOR FINISH VOLTAGE

FJ FREEJACK A BEACH AMBER Z ANTIQUE 12 VOLT
MO MONORAIL S SAND BRONZE 24 24 VOLT
MO2 TWO-CIRCUIT W SURF WHITE C CHROME

MONORAIL S SATIN NICKEL

BEACH AMBER
Shown approximately 15% actual size.

SAND

SURF WHITE

11.4"
290 mm

3.8"
97 mm
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