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Description: Engineered T&G Wide Plank Oak Flooring with Natural-E™ Natural Oil Finish 
 
Warranty: Lifetime Limited Residential Wear Warranty/Lifetime Structure Warranty 
 5 Year Limited Light/Medium Commercial Wear Warranty   
 
Species: European White Oak 
 
Installation: Glue, Nail, Float 
 
Sizes/Packaging: HAUTE SERIES (Royal Rustic) 

• 10-1/4” x 86-5/8” x 13/16” – 6 mm wear layer (24.63 sq. ft./carton, 62 lbs.) 
 BASQUE SERIES (Toulouse, Montauban, Bergerac, Sebastion, Galliac) 

• 7-1/2” x 72” x  13/16” – 6 mm wear layer (14.9 sq. ft./carton, 38 lbs.) 
 LANDES SERIES (Lorraine, Rodelle, Gallan) 

• 7-1/2” x 72” x  5/8” – 4 mm wear layer (18.75 sq. ft./carton, 45 lbs.) 
 LANDES SERIES (Tours, Nice, Cantal) 

• 7-1/2” x 72” x  5/8” – 4 mm wear layer (27.78 sq. ft./carton, 46 lbs.) 
 CATALONIA SERIES (Ariege, Aude, Tarbes) 

• 8-1/2” x 86-5/8” x 5/8” – 4 mm wear layer (31.11 sq. ft./carton, 48 lbs.) 
  
 Each package contains 1 plank cut in half to be used on starter row. 

       
Finish: Natural-E® Natural Oil Finish, Zero VOC 
 

Flammability: Passes “Life Safety Codes”  
 
Smoke Density: 0.30 W/cm2       
[ASTM E 662-05]  
 
Critical Radiant Flux: Average Dm/ 370 Flaming – 505 Non Flaming      
[ASTM E648-06]  
 
Moisture Content: > 6 to < 9% 

 

Certifications CARB Compliant 
 Lacey Act Compliant 
 
Environmental Statement: USFloors' commitment is to provide consumers and specifiers with beautiful and 

durable floors at a good value, while minimizing our impact on the environment 
and enhancing and improving it whenever possible. 
USFloors is a member of the USGBC.  

 
Origin:  Components manufactured In China, finished in USA 
 


