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 FLUSH HOOD BATH DRAIN

BEFORE YOU BEGIN

NOTES
� Observe all local plumbing and building codes.

� Inspect waste and supply tubing; replace if
necessary.

� If you are installing a new bath, install the drain
before installing the bath. Refer to the manufac-
turer’s installation instructions.

� Adjustable pop-up drain has removable parts.

� Drain “T” is reversible for vertical or horizontal
drainage.

ORDERING INFORMATION
1-1/2” brass adjustable pop-up drain
for 17” to 24” baths K-7169-AF. . . . . . . . . . . . . . . . . . . . . 

TOOLS REQUIRED
� Assorted screwdrivers

� Adjustable wrenches

� Pipe wrenches

� Pliers

MATERIALS REQUIRED
� Plumbers putty

ROUGHING-IN

Fig. #1 
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INSTALLATION

INSTALL SPRAY ASSEMBLY
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Top Holes

Use pliers to spread top loop of lift rod apart. Insert end
of loop into hole in end of overflow hood lever. Close lift
rod loop with pliers.

Fig. #12 

Lift Rod Loop

Lift Rod
Assembly

������ ���� �������$ ���� ��� �!�����"� 	���!��� ��� ������

��������� �$ ������� ��� ��!�� �������$�

Fig. #13 

Cover
Assembly

 �� ��� ������� ���� ��� ��!�� ��� ���� �������$ "��� ��!�

�� �� ����!�� ��� ��� ������ ��� ���� ��"�� �� ���

������� �����  � ���� ���� ����� ��� ���� �������$ "��� ��!�

�� �� ����!�� ��� ��� ������ ��� ����  �� ����  �

�!�����" ���� ��� ������ ���� ����� �� �!�����" ��� "���

����"� ���!�����

Fig. #14 
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