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CATALOG NUMBER 

PROJECT 

TYPE 

 
QUICK CONNECT™ SURFACE MOUNT CANOPY(METAL)SERIES QMP-60ERN 

 
Ordering Matrix 

Model Finish 
  

QMP-60ERN 
 

CH   = Chromium 
BN   = Brushed Nickel 
DB   =Dark Bronze 

Ordering Example (model – finish):QMP-60ERN-CH 
 

Product Details  Specification Features 
Description: 

 

 

Quick connect canopy for use with low voltage quick connect QP 
series pendants and QF series track heads. Designed to be 
installed on ceilings or wood surfaces. 

Materials:   Formed metal canopy in powder coat painted (DB) or plated 
finish (CH, BN). Base plate is galvanized steel.  

Transformer:  Contains an integral 12V electronic low voltage 
transformer.120V input/ 12V output.50/60Hz 

Mounting:   Mounts over a standard 4” junction box, Base platecovers 
junction box opening, the canopy attaches to base plate with 
metal nut 

Finish:   Chrome (CH), Brushed Nickel(BN),and Dark 
Bronze(DB).Canopy cover may also be field painted by installer 
to match the color of ceiling 

Listing: UL&CUL Listed. 

 

� Electronic transformer has advanced 
auto-rest, soft start and short circuit 
protection features. The soft start 
delayed lamp start feature extends 
lamp life by delaying the abrupt 
inrush current to the lamp 

 

� Compatible pendant and fixture 
selection numbers over two hundred. 
The most recent additions can be 
found at 

www.waclighting.com 

 

� 5 year product warranty. 

 
 
Compatible Accessories 

 
 
 
 
 

 

Model:QMP-60-COL 
Ordered when using shallow J-box 
Finish: 
Chrome (CH), Brushed Nickel(BN),and Dark Bronze(DB) 
 

 
 
 

 

 
 

 

 
 

 


