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Product descriPtion

Rectangle three light gimbal ring style adjustable recessed fixture, 
available with trim or Invisible Trim™, designed to sit flush with the ceiling 
for a clean, architectural look. Housing and trim ordered separately.

Features 

• Electronic short circuit and overload protection with automatic reset

• Soft start to prolong lamp life

• Trim version has a 4" low profile, Invisible Trim™ sits flush to ceiling

• 25° vertical adjustment and 350° horizontal rotation

• 5 year WAC Lighting product warranty

sPeciFications

construction: Stamped metal trim and aluminum housing.  
Frame, junction box and hanger bars are heavy gauge galvanized steel.

J-Box: Seven knockouts and four Romex® style wiring connectors  
provided for ease of installation. Rated for branch and chain wiring. 

input Voltage: 120V input. Thermal protection provided to prevent 
against overheating and misuse of insulation near fixture.

Light source: Utilizes three 120V, 75W max PAR30 lamps.  
Lamp sold separately.

mounting: Supplied with hanger bars, adjustable from 15"-242"  
to accommodate various joist construction and grid sizes.  
Accommodates surface of 2" to 1" thick.  
7x" × 19," cutout with trim, 7s" × 20a" cutout for Invisible Trim™.

Finish: Trim version – White Trim/Black Interior (WT/BK) and  
White Trim/White Interior (WT/WT). Invisible Trim™ – White interior only.

rating: Non-IC: Insulation must be kept at least 3" away from housing.

standards: UL & CUL Listed. Suitable for damp locations.
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